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1-41. (CANCELED) 

42. (CURRENTLY AMENDED) Th e d e v i c e as cla i m e d i n c l a i m 3 9 , wh e r ei n o- 
A device for raising or cultivating cells In a container-like receptacle (1). the device 
comprising: <• 



both ends a top by [[the]] an upper lid (3) and [[the]] a lower lid (1 2) which forms [[the]] <• 
a base of the receptacle (1 )^ 

wherein the upper lid (3) and the lower lid (12) are connected to the middle part 
In a pressure-tiaht manner and the upper lid (3) and the lower lid (12) are each provided <• 
with at least one Inlet bore (8) for one of an introduction and a withdrawal of culture <- 
medium and oxvoen. 

the upper and the lower lids (3. 12) and the middle part are connected to one -o- 
another bv mating internal and external threaded connections (2. 4). and each threaded 
connection is provided with at least one sealing ring . 

43-48. (CANCELED) 

49. (CURRENTLY AMENDED) The device as claimed in claim [[39]] 42, 
wherein th e r e c e ptac le (1) i s d e s i gn e d as a cy li ndr i cal m i ddl e part, both e nds of th e ^ 
m i dd le piart b e ing clos e d off r e sp e ct i v el y by the upper lid (3) and the lower lid (12) , both 
li ds (3, 12) being are each provided in e ach cas e with an extension ring (14) , which -o- 
e xt e ns i on r i ngs (14) at least partially e nc l os e enclosing the cylindrical middle part 
sealingly frorn the outside. 

50. (PREVIOUSLY PRESENTED) The device as claimed in claim 49, wherein 
the extension rings (14) each seal off the. middle part from the outside via a clamp 
connection. 

51 . (PREVIOUSLY PRESENTED) The device as claimed in claim 49, wherein 
the extension rings (14) each seal off the middle part from the outside via a threaded 
connection. 

52. (CURRENTLY AMENDED) Th e d e v i c e as cla i m e d in c l aim 39, wh e r e in th e ■©• 
r e ceptac le (1) and th e A device for raising or cultivating cells in a container-like 
receptacle (1 ) which comprises: 




-a cylindrical middle part of the device being closed off at 
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a base: and 

at least an upper lid (3). 
wherein the at l e ast on e upper lid (3) is connected to the receptacle (^) \n a 
pressure-tight manner, and the receptacle (1) or the upper lid (3) is provided with at 
least one inlet bore (8) for one of the introduction and withdrawal of culture medium and 
oxygen, and 

provid e d on both s i d e s w i th a t e ns i oning ring (15) for i ntroducing ro ll ing or turn i ng 
mov e m e nts for th e r e c e ptacl e (1) and th e l ast l e ast on e upp e r l i d (3) 

at least one resilient lateral tensioning ring (15) encircles at least the 
receptacle (1 ) and the upper lid (3) to retain the upper lid (3) in sealing engagement with 
the receptacle (1) when the receptacle Ml is rotated about a transverse axis . 

53. (CURRENTLY AMENDED) The device as claimed in claim [[39]] 67. 
wherein [[a]] the pressurizing means (17) for th e r e c e ptac le (1 ) is conn e ct e d to th e i nl e t 
bor e (8) is formed of expandable elements (28) . 

54. (CURRENTLY AMENDED) The device as claimed in claim [[53]] 67, 
wherein the pressurizing means (17) is designed as a cylinder/piston unit. 

55. (CANCELED) 

56. (CURRENTLY AMENDED) The device as claimed in claim [[53]] 67, 
wherein the pressurizing means (1 7) can.subject [[the]] an interior of the receptacle (1 ) 
with the cells (7) to alternating pressure loads. 

57-62. (CANCELED) 

63. (CURRENTLY AMENDED) The d e v i c e as cla i m e d i n c l aim 39, wh e r e in 
A device for raising or cultivating cells in a container-like receptacle (1 ) which comprises 
a base: and 
at least one lid- 
wherein the at least one lid (3) is connected to the receptacle (1) in a 
pressure-tight manner, and the receptacle M ) or the at least one lid (3) is provided with 
at least one inlet bore (8) for one of the introduction and withdrawal of culture medium 
and oxvoen. and 
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a magnetizable pressure disk (25) is arranged in tlie receptacle (1 ) and [[can be]] 
is moved by a magnetizing means (24) in order to exert pressure internally on the 
cells (7). 

64. (PREVIOUSLY PRESENTED) The device as claimed in claim 63. wherein 
the pressure disk (25) is provided with holes (26). 

65. (PREVIOUSLY PRESENTED) The device as claimed in claim 63, wherein 
the pressure disk (25) has a grid or mesh structure. 

66. (PREVIOUSLY PRESENTED) The device as claimed in claim 63, wherein 
the cells (7) are arranged on a support structure (27a) which is acted upon by the 
pressure disk (25) from one or both sides. 

67. (CURRENTLY AMENDED) Th e d e v i c e as claim e d i n c l a i m 3 9 , wher e in 
A device for raising or cultivating cells in a container-like receptacle (1 ) which comprises 

a base: and 
at least one lid. 

wherein the at least one lid (3) is connected to the receptacle (1) in a 
pressure-tight manner, and the receptacle (1 ) or the at least one lid (3) is provided with 
at least one inlet bore (8) for one of the introduction and withdrawal of culture medium 
and oxvaen. 

the receptacle (1) is provided with a pressurizing means included within a 
structure of the receptacle M ) e xpandab le e lem e nts (28) for exerting pressure internally 
on the cells (7). 

68. (CURRENTLY AMENDED) The device as claimed in claim [[39]] 67, 
wherein , for e x e rting pr e ssur e int e rna ll y, a hydrau li c or pn e umat i c m e ans (30) with 
the pressurizing means includes a movable film, plate or membrane (31 ) [[is]] arranged 
in the receptacle (1). 

69-76. (CANCELED) 



